
Fall Protection for Compliance

Workman Self-Retracting Lanyards (SRL)

Workman Confined Space Entry Kits

PART NO.

Connection
Length

Standards

Galvanized Cable Stainless Steel Cable Harness Connection ANSI Z359.14-2012 CSA Z259.2.2 OSHA

10119507 ■ 36CS snaphook 30 ft. (9 m) ■ ■ ■

10120724 ■ 36CS snaphook 30 ft. (9 m) ■ ■ ■

10121834 ■ 36CS snaphook 50 ft. (15 m) ■ ■ ■

10121778 ■ 36CS snaphook 50 ft. (15 m) ■ ■ ■

Workman Self-Retracting Lanyard (SRL) Ordering Information

Workman SRL
P/N 10119507

Workman Tipod
P/N 10102002

Complete confined space entry kits are ideal for for multiple confined space applications.

• Enable non-entry rescue of a confined space entrant
• Provide great portability
• Allow lifting and lowering of materials and personnel via the hoist while retaining 

the ability to use an SRL

MSA Tripods make confined space entry with vertical descent easy. The Workman
Tripod features an internal leg-locking mechanism, a maximum height
indicator on the tripod legs, cut-resistant leg pin retention chains, recessed
product labels, a reduced weight and an integral carrying strap. The Workman
Tripod can be set up and dismantled without the use of tools.

• Automatic hinge lock legs with incremental adjustment
• Skid-resistant feet
• Meets all OSHA requirements

With lightweight design, durable thermoplastic housing and impact-
absorbing bumpers, the Workman SRL is the economical option for tough
construction environments.

• RFID-enabled product for simplified product tracking and inspection
• 400-lb working capacity for increased versatility
• Integral, ergonomic carrying handle for easier transport and installation
• Available with galvanized or stainless steel lifeline to fit your varied applications
• Swivel snaphook with load indicator at lifeline end greatly limits twisting of cable; 

also alerts users that the Workman SRL has been involved in a fall
• Available in 30-ft and 50-ft lengths to provide the mobility you need
• Certification to ANSI Z359.14-2012 and CSA Z259.2.2 for compliance
• Meets all OSHA requirements




